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MX-C300P
A4 Digital Full Colour Printer



Enhanced Performance
• Speedy output of max. 30 ppm in colour and B/W

• Wireless LAN for connecting easily via wireless networks

• Wireless Access Point allows mobile devices that are not connected to company 
network, to access the printer for ad hoc printing

• USB port allows easy printing from USB memory

• Convenient access for shared use in growing offices with standard networking 
including IPv6 support

• Sharp Remote Device Manager allows administrators to manage initial set-up, 
configuration and settings

• Printer Status Monitor allows users to view printer conditions through an easy 
to use interface

Superb Image Quality

• Dual component developing system for high image quality

• High quality colour business documents in 600 x 600 dpi

• Vibrant colour and sharp text on a wide range of media
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Features
Environmentally Advanced and Cost Saving
• Certified for Energy Star®

• Low power consumption and short warm-up time

• Energy saving sleep mode

• Toner Save Mode optimises toner usage by limiting the amount of toner used 
on images and graphics thereby reducing output costs

• Automatic duplex printing saves paper and reduces costs

Environmentally Advanced and Cost Saving
• User Authentication prevents unauthorised usage

• IPsec encrypts and authenticates traffic between specified parties

• Data Initialisation restores factory settings and deletes any data held by the 
printer

Specification
General
Engine speed (ppm/cpm) (Max)  A4 
Colour / B/W   30

Paper size (Min – Max)  A6R – A4R

Paper weight  
(g/m2) Drawer  60 - 105 
Bypass  55 - 220 
Optional Drawer  60 - 105

Paper capacity (Std – Max)  
Sheets  300 - 800 
Drawers  1 - 2

Warm-up time*1 (seconds)   29

Memory (MB)  512

Power requirements  220-240V, 50/60 Hz

Power consumption (kW) (Max)  1.15 (200 - 240 V)

Dimensions (mm) (W x D x H)  429 x 509 x 337

Weight (kg)  25
 

Wireless LAN
Compliant regulation   IEEE802.11n/g/b

Access mode   Infrastructure mode, Software  
  AP mode

Security   WEP, WPA Personal, WPA2   
  Personal

Network Printer
Resolution (dpi)   600 x 600

Interface   USB 2.0  
  10Base-T/100Base-TX

Supported OS   Windows® XP, Windows  
  Server® 2003/2008/2008R2/ 
  2012/2012R2, Windows Vista®,  
  Windows® 7, Windows® 8 Mac OS  
  X 10.4, 10.5, 10.6, 10.7, 10.8, 10.9

Network protocols   TCP/IP (IPv4, IPv6), IPP, Bonjour

Printing protocols   LPR, Raw TCP (port 9100), FTP, IPP

PDL   PCL6, PS3 emulation

Available fonts  
PCL   80  
PS3   136

Printer utilities   Sharpdesk Mobile, Printer   
  Status Monitor 

External Dimensions

*1 At rated voltage. May vary depending on machine conditions and operating environment.
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